Physikalisch-Technische Bundesanstalt P-I-B

Braunschweig und Berlin

1) EG-Baumusterpriifbescheinigung

(2) Gerite und Schutzsysteme zur bestimmungsgemaen Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG

(3) EG-Baumusterprifbescheinigungsnummer

PTB 01 ATEX 1018

(4) Gerat: Klimastutzen Typ 8162/1-..

(5) Hersteller: R. STAHL Schaltgerate GmbH

(6) Anschrift: Am Bahnhof 30, 74638 Waldenburg (W(rtt.)

(7) Die Bauart dieses Gerétes sowie die verschiedenen zuldssigen Ausfilhrungen sind in der Anlage zu

dieser Baumusterprifbescheinigung festgelegt.

(8) Die Physikalisch-Technische Bundesanstalt bescheinigt als benannte Stelle Nr. 0102 nach Artikel 9 der
Richtlinie des Rates der Européischen Gemeinschaften vom 23. Marz 1994 (94/9/EG) die Erflllung der
grundlegenden Sicherheits- und Gesundheitsanforderungen flr die Konzeption und den Bau von Geréten
und Schutzsystemen zur bestimmungsgemiBen Verwendung in explosionsgefahrdeten Bereichen
geman Anhang Il der Richtlinie.

Die Ergebnisse der Prufung sind in dem vertraulichen Priifbericht PTB Ex 01-11022 festgehalten.

(9) Die grundlegenden Sicherheits- und Gesundheitsanforderungen werden erfillt durch Ubereinstimmung
mit
EN 50014:1997 + A1 + A2 EN 50019:1994

(10) Falls das Zeichen ,X“ hinter der Bescheinigungsnummer steht, wird auf besondere Bedingungen fiir die
sichere Anwendung des Gerates in der Anlage zu dieser Bescheinigung hingewiesen.

(11) Diese EG-Baumusterpriifbescheinigung bezieht sich nur auf Konzeption und Bau des festgelegten
Gerdtes gemanl Richtlinie 94/%/EG. Weitere Anforderungen dieser Richtlinie gelten fiir die Herstellung
und das Inverkehrbringen dieses Gerates.

{12) Die Kennzeichnung des Gerates muf die foilgenden Angaben enthalten:

& Nn26 EExell

Zertifizierungsstelle Explosionsschutz Braunschweig, 20. Marz 2001
Im Auftrag
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EG-Baumusterpriifbescheinigungen chne Unterschrift und ohne Siegel haben keine Gilltigkeit.
Diese EG-Baumusterpriifbescheinigung darf nur unverandert weiterverbreitet werden.
Auszige oder Anderungen bediirfen der Genehmigung der Physikalisch-Technischen Bundesanstalt.

Physikalisch-Technische Bundesanstalt «+ Bundesallee 100 * D-38116 Braunschweig
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Braunschweig und Berlin

(13)

(14)

(15)

(16)

(17)

Anlage
EG-Baumusterpriifbescheinigung PTB 01 ATEX 1018

Beschreibung des Gerétes

Der Klimastutzen Typ 8162/1-.. dient zur Bellftung, zum Druckausgleich und zur Entwasserung
von Gehausen der Zundschutzart Erhéhte Sicherheit "e".

Technische Daten
Einsatztemperaturbereich: -20 °C bis +70 °C
Beriihrungs-, Fremdkérper- und Wasserschutz: IP 54 nach EN 60529

Prifbericht PTB Ex 01-11022

Besondere Bedingungen
keine,
Hinweis fiir Herstellung und Betrieb

Die Schutzart - mindestens IP 54 nach EN 60529 - wird nur durch den sachgerechten Einbau
im elektrischen Betriebsmittel gewahrleistet.

Die EG-Baumusterpriifbescheinigung und kiinftige Nachtrdge dazu gelten gleichzeitig als Nach-
trage zur Teilbescheinigung PTB Nr. Ex-95.D.3148 U.

Grundlegende Sicherheits- und Gesundheitsanforderungen

Die durchgefiihrten Prifungen und deren positive Ergebnisse zeigen, dass der Klimastutzen
Typ 8162/1-.. die Anforderungen der Richtlinie 94/9/EG und der auf dem Deckblait angegebe-
nen Normen erfiilit.

Braunschweig, 20. Marz 2001
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EG-Baumusterprifbescheinigungen ohne Unterschrift und ohne Siegel haben keine Giltigkeit.
Diese EG-Baumusterprifbescheinigung darf nur unveréndert weiterverbreitet werden.
Ausziige oder Anderungen bedirfen der Genehmigung der Physikalisch-Technischen Bundesanstait.
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1. ERGANZUNG
gemaB Richtlinie 94/9/EG Anhang Il Ziffer 6

zur EG-Baumusterpriifbescheinigung PTB 01 ATEX 1018

Gerat: Klimastutzen Typ 8162/1-..
Kennzeichnung: @ 12G EExell
Hersteller: R. STAHL Schaltgerate GmbH
Anschrift: Am Bahnhof 30

74638 Waldenburg (Wirtt.)

Beschreibung der Erganzungen und Anderungen

Der Klimastutzen Typ 8162/1-.. kann auch in Bereichen eingesetzt werden, in denen damit zu
rechnen ist, dass eine explosionsfiahige Atmosphare aus Staub/Luft-Gemischen gelegentlich auftritt.

Dadurch andert sich das Kennzeichen in:
& 112G EExell
&) 12D IP66 bzw. IP64

Technische Daten
Beruihrungs-, Fremdkérper- und Wasserschutz nach EN 60529

IP 64 fur beliebige Montage
IP 66 fur senkrechte Montage nach unten

Angewandte Norm
EN 50281-1-1:1998

Prifbericht: PTB Ex 05-15173

' \erungsstelle Explosionsschutz Braunschweig, 30. Juni 2005
ag f@¢ Py
& %T‘:%}(}!\

\ -Ing. Klausﬁ“@

Direktor und Profésgso' ‘
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EG-Baumusterpriifbescheinigungen ohne Unterschrift und ohne Siegel haben keine Gitigkeit.
Diese EG-Baumusterprﬂfbescheinigung darf nur unverandert weiterverbreitet werden.
Ausziige oder Anderungen bediirfen der Genehmigung der Physikalisch-Technischen Bundesanstalt.
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 2.ERGANZUNG
gemal Richtlinie 94/9/EG Anhang lll Ziffer 6

zur EG-Baumusterpriifbescheinigung PTB 01 ATEX 1018

Gerat: Klimastutzen Typ 8162/1-..
Kennzeichnung: @ H2GEExell
& 12D IP66 bzw. IP64
Hersteller: R. STAHL. Schaltgerate GmbH
Anschrift: Am Bahnhof 30, 74638 Waldenburg (Wurtt.), Deutschiand

Beschreibung der Erganzungen und Anderungen

Der Klimastutzen Typ 8162/1-.. wurde nach den Normen EN 80079-0, EN 680079-7, EN 61241-0 und
EN 681241-1 neu geprift.

Dadurch dndert sich das Kennzeichen in:

& 1126 Exell

& 112D ExtD A21 P66 bzw. P64

Technische Daten

Einsatztemperaturbereich: - 20 °C bis +70 °C
Berihrungs-, Fremdkérper-
und Wasserschutz nach EN 60529 IP 64 fur beliebige Montage

IP 66 fur senkrechte Montage nach unten

“Angewandte Normen
EN 60079-0:2004 EN 60079-7:2003 EN 61241-0:2006 EN 61241-1:2004

Prifbericht: PTB Ex 07-17116

Braunschweig, 24. Juli 2007
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EG-Baumusterprifbescheinigungen chne Unterschrift und ohne Siegel haben keine Giiltigkeit.
Diese EG-Baumusterprifbescheinigung darf nur unveréndert weiterverbreitet werden.
Ausziige oder Anderungen bediirfen der Genehmigung der Physikalisch-Technischen Bundesanstait,
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(1) EC-TYPE-EXAMINATION CERTIFICATE

(Translation)

(2) Equipment and Protective Systems Intended for Use in
Potentially Explosive Atmospheres - Directive 94/9/EC

(3) EC-type-examination Certificate Number:

PTB 01 ATEX 1018

(4) Equipment; Breather, type Typ 8162/1-..
(5) Manufacturer: R. STAHL Schaltgerate GmbH
(6) Address: Am Bahnhof 30, D-74638 Waldenburg (Wrtt.)

(7) This equipment and any acceptable variation thereto are specified in the schedule to this certificate and
the documents therein referred to.

(8) The Physikalisch-Technische Bundesanstalt, notified body No. 0102 in accordance with Article 9 of the
Council Directive 94/9/EC of 23 March 1994, certifies that this equipment has been found to comply with
the Essential Health and Safety Requirements relating to the design and construction of equipment and
protective systems intended for use in potentially explosive atmospheres, given in Annex |l to the
Directive.

The examination and test results are recorded in the confidential report PTB Ex 01-11022.

(9) Compliance with the Essential Health and Safety Requirements has been assured by compliance with:
EN 50014:1997 + A1 + A2 EN 50019:1994

(10) If the sign "X" is placed after the certificate number, it indicates that the equipment is subject to special
conditions for safe use specified in the schedule to this certificate.

(11) This EC-type-examination Certificate relates only to the design and construction of the specified
equipment in accordance with Directive 94/9/EC. Further requirements of this Directive apply to the
manufacture and supply of this equipment.

(12) The marking of the equipment shall include the following:

@ H2G EExell

psionsschutz Braunschweig, March 20, 2001

Zertifizierungsstelegxp)
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EC-type-examination Certificates without signature and cofficial stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
fn case of dispute, the German text shall prevail.
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(13) SCHEDULE
(14) EC TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1018

(15) Description of equipment

The breather of type 8162/1-.. is used as a ventilation, pressure compensation and drain
opening for enclosures of type of protection Increased Safety “e”.

Technical details
Operating temperatures: -20°Cto +70°C

Shock protection, protection against solid bodies,
and protection against ingress of water: IP 54 according to EN 60529

(16) Test report PTB Ex 01-11022

(17) Special conditions for safe use

None;
Notes for installation and use

Compliance with the required type of protection — iP 54 according to EN 60529 as a minimum —
will only be safeguarded if the unit is properly installed in the electrical equipment.

The EC type-examination certificate as well as any future supplements thereto shall at the same
time be regarded as supplements to Component Certificate PTB No. Ex-95.D.3148 U.

(18) Essential health and safety requirements

The tests and the favourable results these have produced reveal that the breather, type
8162/1-.., meets the requirements of directive 94/9/EC as well as those of the standards quoted
on the cover sheet.

Braunschweig, March 20, 2001
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EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shail prevail.
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Physikalisch-Technische Bundesanstalt

Braunschweig und Berlin

1st SUPPLEMENT
according to Directive 94/9/EC Annex lIl.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1018

(Translation)

Equipment:  Breather, type 8162/1-..
Marking: @ 112G EExell
Manufacturer: R. STAHL Schaltgerate GmbH

Address: Am Bahnhof 30
74638 Waldenburg (Wiartt.), Germany

Description of supplements and modifications

The breather, type 8162/1-.. , may also be employed in areas in which a potentially explosive
atmosphere as a mixture of dust and air can occasionally form.

The marking is, therefore, changed to read:

@ 112G EExell
@ I2D IP 66 or IP64

Technical data
Protection against contact, entry of solids and water according to EN 60529

IP 64 for random installation
IP 66 for vertical installation, downwards

Applied standard
EN 50281-1-1:1998

Test report: PTB Ex 05-15173

ungsstelle Exg;ogigagsg@utz Braunschweig, June 30, 2005

g U Klausmege
Direktor und Profeéség ’
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EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shall prevail.
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Braunschweig und Berlin

2nd SUPPLEMENT
according to Directive 94/9/EC Annex I11.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 01 ATEX 1018

(Translation)

Equipment. Breather gland, type 8162/1-..
Marking: € 112G EExell

& 12D IP66 and IP64
Manufacturer: R, STAHL Schaltgerdte GmbH

Address: Am Bahnhof 30, 74638 Waldenburg (Wirtt.), Germany

Description of supplements and modifications

The breather gland, type 8162/1-.., has been re-inspected on the basis of Standards EN 60079-0,
EN 60079-7, EN 61241-0 and EN 61241-1.

The marking will thus change to:
@ N2G Exell _
€& 112D ExtD A211P66 and IP64

Technical data

Working temperatures: -20°Cto+70 °C
Protection against el. shock, foreign
objects and water acc. to EN 60529 IP 64 for any installation direction

IP 66 for installation vertically downward
Applied standards

EN 60079-0:2004 EN 60079-7:2003 EN 61241-0:2006 EN 61241-1:2004

Test report: PTB Ex 07-17116

Zertifizieruny
By order:

plosionsschutz Braunschweig, July 24, 2007
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EC-type-i A6t rtificates without signature and cofficial stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts ar alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.

In case of dispute, the German text shall prevail.

Physikalisch-Technische Bundesanstalt » Bundesallee 100 » 38116 Braunschweig, Germany





