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Ex e Drain plug Type BDRV
Material: Nickel-plated brass 
Thread : M20x1.5 
Protection : IP 66 
Tamb. : -60°C … +85°C 
Ex- protection : II 2G Ex e IIC Gb 
 II 2D Ex tb IIIC 
Certificate : IMQ 13 ATEX 030U
 IECEx IMQ 14.0003U 
  EAC approved 
Article no. : 105288
Ex e Drain plug Type ACDP
Material : stainless steel 316L 
Thread : M20x1,5
Protection : IP 66
Tamb. : -60°C ... +200°C 
Ex- protection : II 2G Ex e IIC Gb
 II 2D Ex tb IIIC 
Certificate : SIRA 09 ATEX 3321U
 IECEx SIR 09.0132U
  EAC approved
Article no. : 100619
Ex e Drain plug Type 8162
Material : polyamide green
Thread:  M25x1,5
Protection:          IP 64/65
Tamb.: -20°C ... +70°C 
Ex- protection:  II 2G Ex e IIC Gb
 II 2D Ex tb IIIC 
Certificate:          PTB 01 ATEX 1018
 IECEx PTB 06.0028
Article no.:         100468
Accessory:           Locknut (104140)

Ex d Drain and breather plug Typ VD/VDF
Material:              stainless steel 316L 
Thread:                M16x1,5
Protection:          IP 64
 IP66 with protection hood VD03 
Tamb.: -60°C bis +60°C 
Ex- protection:  II 2G Ex d II(*) Gb
 II 2G Ex e IIC Gb
 II 2D Ex tb IIIC 
Certificate:          INERIS 14 ATEX 9014U
 IECEx INE 14.0045U
Article no.: 105450 Breather Type VD
 105511 Drainer Type VDF

*IIB + H2 for the use with E x d enclosure with an internal volume up to 160.6 dm³
  IIC for the use with E x d enclosure with an internal volume up to 62.9 dm³


